PAGODA

design David Lopez Quincoces

Coffee table with three stacked levels, available in the sizes 100x100cm  Base frame in MDF with Scratch-resistant Lacquering col. Matt Black,
and 100x160 cm, with a fixed top in the middle and an upper and lower  with tabletops attached via plastic supports and sliding guides in
sliding tops. extruded aluminium.

The three tabletops are made of 50 mm thick MDF with bevelled edge, Floor support is provided by plastic tips.

finished in Scratch-resistant Lacquered Matt Black or Lacquered Glossy

in the colors RAL 3005 Red Wine, RAL 3007 Black Red, RAL 7030 Stone

Grey, RAL 7039 Quartz Grey, or RAL 9001 White Cream.

The top is always veneered in Canaletto walnut, charcoal-dyed oak or

Stone Oak®, with water-based finish.

Scratch-resistant
Lacquered
col. Matt Black
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Scratch-resistant Lacquered Lacquered Lacquered
Lacquered Glossy Glossy Glossy
col. Matt Black RAL 3005 RAL 3007 RAL 9001
Red Wine Black Red White Cream

Lacquered Lacquered
Glossy Glossy
RAL 7030 RAL 7039
Stone Grey Quartz Grey

Top
Canaletto Charcoal-dyed Stone Oak®
Walnut Oak
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Technical Drawings
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Sliding of the tops - right version

Notes

Wood is a living material; therefore, it can have slight color and dimension changes. The presence of
any non-homogeneous color shades is not to be considered a defect but a quality. Please note that the
direct sunlight exposure may alter the wood color; therefore, we recommend the periodic position
shift of the objects placed on the furniture for the first months to avoid differences in shades between
exposed and covered portions.

STONE OAK®: this wood owes its particular coloring to an entirely natural process. Because of this,
some slabs may look more brown than others. Our commitment is to provide you a high-quality
product; any differences in color should not be considered as defects.

On request, an additional protective (acrylic solvent) painting is available for the Stone Oak® finishing
only. It should be noted that this additional coating slightly changes the natural color and texture of
the surface. Although this supplementary painting increases the surface resistance, it is still a natural
material; therefore, small superficial stains, due to oil or other substances, must be promptly removed,
before being absorbed in depth by the wood. Thus, we recommend regular care and maintenance.

The scratch-resistant coating increases scratch resistance compared to standard coatings, but doesn’t
completely eliminate the possibility of scratches on the surface.

For the opening top, please specify the required direction in the order.







